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AMENDMENTS TO THE CLAIMS 

1 . (CURRENTLY AMENDED) A stent graft for implantation in a body lumen comprising 

a tubular graft having a first stent section comprising reinforcing material formed into 
a first pattern and a second stent section comprising reinforcing material formed into a 
second pattern, the first pattern being different from the second pattern, 

wherein the reinforcing material of the first pattern is disposed on the tubular 
graft in a pattern which oscillates about a line which is parallel to the longitudinal axis 
of the tubular graft, 

and wherein the reinforcing material of the second pattern includes separate 
spaced circumferential hoops extending circumferentiallv around the long itudinal axis 
of the tubular ^raft. 

the tubular graft having a first diameter in the region of the first stent section and a 
second diameter in the region of the first stent section, 

wherein the first diameter is different from the second diameter. 

2. (PREVIOUSLY PRESENTED) The stent graft of claim 1 wherein the difference between 
the first diameter and the second diameter is up to 5mm. 

3 . (PREVIOUSLY PRESENTED) The stent graft of claim 1 wherein the difference between 
the first diameter and the second diameter is about 2mm. 

4. (PREVIOUSLY PRESENTED) The stent graft of claim 1 wherein the first diameter is 
larger than the second diameter, 

5. (PREVIOUSLY PRESENTED) The stent graft of claim 1 wherein the second diameter 
is larger than the first diameter. 
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6. (PREVIOUSLY PRESENTED) The stent graft of claim 1 wherein the first stent section 
comprises a plurality of circumferential hoops of reinforcing material disposed around the 
tubular graft. 

7. (CURRENTLY AMENDED) The stent graft of claim 1 wherein tire second & te n t sec t ion 
et rmpt isfcg a t least on e circumfer e n t ial h oo p of reinforcing ma t erial which o scilla t e s one 
or more of the circumferential hoops of the second stent section each oscillate about a 
line running circumferentially around the longitudinal axis of the tabular graft. 

8. (PREVIOUSLY PRESENTED) The stent graft of claim 7, wherein the ratio of the mean 
distance from 

(1) the peak to the trough of the oscillation measured parallel to the longitudinal axis of 
the graft diameter to 

(2) the diameter of the graft in the region of the second stent section 
is about 1 :2. 

9 . (PREVIOUSLY PRESENTED) The stent graft of claim 7 wherein the second stent section 
has 2+4n peaks wherein n is an integer ranging from 1 to 3. 

10. (PREVIOUSLY PRESENTED) The stent graft of claim 1 wherein the first and second 
stent sections are separated by a spacer section, the axial length of which is from a sixth to 
a third of the diameter of the graft in the region of the first stent section. 
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11. (CURRENTLY AMENDED) A method comprising: 
a. radially compressing a stent graft having: 

(1) a first stent section having a first diameter, and including reinforcing material 
formed into a first pattern, the first pattern includ ing a continuous length 
nf reinforcing material which is disposed around t he first stent section 
in a pattern which oscillates about a line which is parallel to the 
longitudinal axis of the first stent section, and 

(2) a second stent section having a second diameter and including reinforcing 
material formed into a second pattern, wh e r e i n t h e sec o nd diame t er i& 
diff e ren t ft um th e first diamet e r aud (he se co nd pa tt e r n is different f r o m 
the fi rst pattern the second pattern including at least on e circumferential 
hoop of reinforcing material which oscillates about a line running 
circumferentiallv around the longitudinal axis of the second stent 
section, 

and wherein the first stent section does not include reinforcing material formed 
into the second pattern, and the second stent section does not include 
reinforcing ftiaterial formed into the first pattern ; 

b. inserting the compressed stent graft into a catheter having an internal diameter which 
is less than the diameter of the first stent section of the stent graft, 

12, (PREVIOUSLY PRESENTED) The method of claim 1 1 wherein the internal diameter is 
less than about a quarter of the diameter of the first stent section of the stent graft. 

13-20. (CANCELED) 
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21. (NEW) A stent graft for implantation in a body lumen comprising 

a tubular graft having a fust stent section including reinforcing material formed into 
a first pattern and a second stent section including reinforcing material formed into a second 
pattern, 

wherein the first pattern includes a continuous length of reinforcing material which 
is disposed around the tubular graft in a pattern which oscillates about a line which is parallel 
to the longitudinal axis of the tubular graft, 

and wherein the second pattern includes at least one circumferential hoop of 
reinforcing material which oscillates about a line running circumferentially around the 
longitudinal axis of the tubular graft, 

and wherein the first stent section does not include reinforcing material formed into 
the second pattern, and the second stent section does not include reinforcing material formed 
into the first pattern. 

22. (NEW) The stent graft of claim 2 1 wherein in the first pattern the ratio of the mean distance 
from the peak to the trough of said oscillation measured parallel to the longitudinal axis of 
the graft diameter of the graft to the diameter of the graft in the region of the second stent 
section is about 1 :2. 

23. (NEW) The stent graft of claim 21 wherein the first pattern has 2 + 4n peaks wherein n is 
an integer ranging from 1 to 3. 

24. (NEW) The stent graft of claim 21 "wherein the tubular graft has a first diameter in the 
region of the first stent section and a second diameter in the region of the second stent 
section, and wherein the first diameter is different from the second diameter. 

25. (NEW) The stent graft of claim 24 wherein the difference between the first diameter and the 
second diameter is up to 5mm, 
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26. (NEW) The stent graft of claim 24 wherein the difference between the first diameter and the 
second diameter is about 2mm. 

27. (NEW) The stent graft of claim 24 wherein the first diameter is larger than the second 
diameter, 

28. (NEW) The stent graft of claim 24 wherein the second diameter is larger than the first 
diameter. 

29. (NEW) The stent graft of claim 21 wherein the second stent section includes a plurality of 
circumferential hoops of reinforcing material disposed around the tubular graft. 

30. (NEW) The stent graft of claim 21 wherein the first and second stent sections are separated 
by a spacer section, the axial length of which is from a sixth to a third of the diameter of the 
graft in the region of the first stent section. 
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